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IP Generator — Traffic + Statistics Tab

This tab enables the user to:-

e View destination parameters for each connection.
o View traffic statistics for each connection.

e If Unitary testing mode is selected: command traffic generation in unitary testing mode i.e. run &
stop each connection individually.

e If Automatic testing mode is selected: command traffic generation in automatic mode i.e. run and
stop all enabled connections.

e If replay Sniffed traffic mode is selected: command replay traffic generation on connection(s).
e Save traffic statistics in a file.

IP Generator - Parameters  |P Generator - Traffic + Statistics | [P Answering - Parameters + Statizlics | Traffic Sniffer | Traffic Ohsener

Destination Parameters Statistics (hased on application data) ] Unitary Mode
Tx Tx Tx Rx R R
IF Address or Host Name Fort Throughput  volume Fackets Throughput “olume FPackets Jitter
Connection#01 | 192.168.0.120 g 568 Khis  BI0KE 442p  0.00 bis [} op NS Stop #01
Connection #02| 192.162.0.120 7 570Kbis  B36KE  446p 570Khis  BIGKB  435p @ StapiE02
Gonnection #03 | 192 1630120 ] A70Kbfs  B33KB  444p  0.00bis 08 0p NS Stop #03
Connection#04 | 192.168.0.120 9 570 Khis 626 KB 439p 000 bis ;] 0p NS Stop #04

Connection #05 | 192.168.0.120 7 570KWis  B2TKB  440p S70Kws  B27TKB  440p NS SIORE1S
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Stop All
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Exportis disabled

Export Statistics into a File Choose Columns|
Parameters

Tab 2: IP Generator - Traffic + Statistics
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Statistics Display - Graphics
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